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achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best conventional pollut-
ant control technology (BCT): The lim-
itations are the same for TSS and pH 
as specified in § 415.342. 

[47 FR 55227, Dec. 8, 1982] 

Subpart AI—Chromic Acid 
Production Subcategory 

§ 415.350 Applicability; description of 
the chromic acid production sub-
category. 

The provisions of this subpart are ap-
plicable to discharges resulting from 
the production of chromic acid in fa-
cilities which also manufacture sodium 
dichromate. 

§ 415.351 Specialized definitions. [Re-
served] 

§ 415.352 Effluent limitations guide-
lines representing the degree of ef-
fluent reduction attainable by the 
application of the best practicable 
control technology currently avail-
able (BPT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart must 
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control 
technology currently available (BPT): 
There shall be no discharge of process 
wastewater pollutants to navigable wa-
ters, except as provided for in § 415.172. 

§§ 415.353–415.355 [Reserved] 

§ 415.356 Pretreatment standards for 
new sources (PSNS). 

Except as provided in 40 CFR 403.7, 
any new source subject to this subpart 
which introduces pollutants into a pub-
licly owned treatment works must 
comply with 40 CFR part 403 and 
achieve the following pretreatment 
standards for new sources (PSNS): The 
limitations are the same as specified in 
§ 415.352. 

[49 FR 33421, Aug. 22, 1984] 

Subpart AJ—Copper Salts 
Production Subcategory 

SOURCE: 49 FR 33421, Aug. 22, 1984, unless 
otherwise noted. 

§ 415.360 Applicability; description of 
the copper salts production sub-
category. 

The provisions of this subpart are ap-
plicable to discharges and to the intro-
duction of pollutants into treatment 
works which are publicly owned result-
ing from the production of copper salts, 
including (a) copper sulfate, copper 
chloride, copper iodide, and copper ni-
trate, and (b) copper carbonate. 

§ 415.361 Specialized definitions. 

For the purpose of this subpart: 
(a) Except as provided below, the gen-

eral definitions, abbreviations, and 
methods of analysis set forth in part 
401 of this chapter shall apply to this 
subpart. 

(b) The term product shall mean cop-
per salts. 

(c) The term copper shall mean the 
total copper present in the process 
wastewater stream exiting the waste-
water treatment system. 

(d) The term selenium shall mean the 
total selenium present in the process 
wastewater stream exiting the waste-
water treatment system. 

(e) The term nickel shall mean the 
total nickel present in the process 
wastewater stream exiting the waste-
water treatment system. 

§ 415.362 Effluent limitations guide-
lines representing the degree of ef-
fluent reduction attainable by the 
application of the best practicable 
control technology currently avail-
able (BPT). 

(a) Except as provided in 40 CFR 
125.30 through 125.32 any existing point 
source subject to this subpart and pro-
ducing copper sulfate, copper chloride, 
copper iodide, or copper nitrate must 
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control 
technology currently available (BPT). 
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